
Brightness Options
High- and low-brightness configurations.

Long-Distance Cable Support
Video up to 20 m; power up to 15 m.

Optional PCAP Touch
Projected capacitive touch option.

OEM Integration Platform
Mechanical, optical and system-level integration.

Optional 12G/3G-SDI
Advanced video interface options.

Key Features

27" 4K UHD Visualization
3840 × 2160 resolution for detailed visualization.

Configurable for
medical OEM systems

High- and standard-
brightness options

DICOM support

Long-distance cable
support

Medical OEM Display Platform 27"

27" 4K Medical Display Platform
Built for Medical OEM Integration

Rear view
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I/O Configurations 

Standard Monitor Configuration 

Input 1× DVI-D (HDMI 1.4 compatible), 1× HDMI 2.0 
2× DisplayPort 1.2A, 1× VGA

Output
1× DVI-D (HDMI 1.4 compatible), 
1× DisplayPort, DP and HDMI clone

Calibration /  
Firmware

1× USB-B, 1× RS232, 1× LAN RJ45

DC out 1× 5 V / 1 A

Standard Configuration with Touchscreen

Same as Standard Monitor Configuration

Touch + 1× RS232

12G/3G-SDI Monitor Configuration

Same as Standard Monitor Configuration

Input + 1× 12G-SDI In via 4× 3G-SDI, 1× 3G-SDI In

Output + 1× 12G-SDI Out, 1× 3G-SDI Out

Notes:
DisplayPort output supports loop-through for HDMI and DisplayPort or 
DisplayPort daisy-chaining. 
12G-SDI / 3G-SDI support: 12G-SDI Single Link or 3G-SDI Quad-Link. 
Connector availability depends on selected product configuration.

Power

Low Brightness Configuration

Power Supply External AC/DC power adapter

Adapter Input Voltage 
Range

100–250 V AC, 50/60 Hz

Input Voltage 24 V DC

Input Connector 4-pin DC power jack

Power Consumption < 80 W max.

High Brightness Configuration

Same as Low Brightness Configuration

Power Consumption < 100 W max.

Note:
Power configuration depends on selected brightness and interface 
configuration.

Cable Length Support by Interface 

DC Cable Up to 15 m

DP/HDMI Up to 5 m at 4K/60 Hz

DVI Up to 20 m at FHD timing

Model Type 27" 4K Medical Display Platform

Bezel & Housing Plastic

Enclosure Color White – RAL9003

Diagonal Size 27" | 68.6 cm

Panel Technology AHVA

Aspect Ratio 16:9

Resolution 3840 × 2160 | 4K UHD

Pixel Pitch 0.155 mm

Active Area (H × V) 596.2 × 335.3 mm

Brightness
Standard Monitor: 500 cd/m² typ.
High-Brightness Monitor: 800 cd/m² typ.

Contrast Ratio 1000:1 (typ.)

Viewing Angle (H × V) 178° / 178° typ.

Display Colors 1.07 B (8-bit + Hi-FRC)

Response Time 16 ms (tr+tf) typ.

Protection Glass / 
Touch

Monitor version: 
AR-coated protection glass 

Touchscreen version: 
AG-coated protection glass 
PCAP, 10-point, USB + RS232

Operating  
Temperature

0 °C to +40 °C +32 °F to +104 °F

Storage Temperature -20 °C to +60 °C -4 °F to +140 °F

Humidity Storage 10 % – 90 %

VESA Mounting 100 × 100 mm 100 × 200 mm

Dimensions 
(W × H × D)

663.5 × 412.6 × 83.0 mm ~ 26.1 × 16.2 × 3.3 in

Weight ~ 9.0 kg ~ 19.8 lbs.

27" 4K Medical Display Platform

Features

Common

10-bit color depth, 3D LUT, DICOM® / DIN 6868-157 related support, 
BT709 / BT1886 / BT2020 support, PIP / PBP, IP32, OSD touch keys.

12G/3G-SDI configurations

12G-SDI and 3G-SDI In/Out, loop-through, 
12G-SDI Single Link or 3G-SDI Quad-Link.

Optional Features

Clear glass, AR coating, Bionic AR, optical bonding, remote control 
through GPIO interface, calibration tools, ALS, logo print, housing 
color options, stand base.

Regulatory Approvals and Declarations

Safety

UL/cUL+CB (ANSI/AAMI ES60601-1:2005/A1:2012/A2:2021,  
CAN/CSA C22.2 No.60601-1:14/A2:2022), IEC/EN/BS 60601-1: ed. 3.2

EMC

CE (EN60601-1-2:2015/A1:2021, IEC60601-1-2:2014/A1:2020, 
BS EN60601-1-2:2015/A1:2021, ed. 4.1)

Additional

FCC-B, VCCI, WEEE, RoHS, REACH

A B F

EC C FD D

A SDI In
12G-SDI In via 4× 3G-SDI B SDI Out

12G-SDI Out, 3G-SDI In/Out C Service / Control / Touch
USB-B, LAN, 2× RS232

D Video Out
DVI-D, DP E Video In

DVI-D, HDMI, 2× DP, VGA F Power / AUX
DC 24V In. 5 V / 1 A Out, Ground

I/O Layout (12G/3G-SDI Configuration)

The Canvys 27" 4K Medical Display Platform is available as a standard monitor with AR-coated protection glass  
or as a AG-coated PCAP touchscreen, in low- and high-brightness configurations and with optional 12G/3G-SDI.
A 3D version of this monitor is also available; a dedicated Product Sheet is available on request.


